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(representative imoge shown — actual ossembly moy vory)

STEP-BY-STEP INSTALLATION

ATTENTION
Please unpack and assemble in an area away from children's activities. Remove all tools
and excess materials from work area after assembly of unit is complete. Dispose of pallet
and packaging materials in an environmentally friendly manner. If any parts are missing or
damaged, please call Stevens for immediate parts replacement (1-800-350-3270). When
ordering parts, give the Model Number and Color of the unit.

lllustrations used in these instructions depict 30" high modules.
Assembly steps are the same for both 30" and 40" high modules.

I.D.SYSTEMS Corner Circulation Desks are made up of individual Base Modules,
which are interchangeable in left and right orientation.

Modules are joined together with matching or contrasting Spacer Accent Strips and 2-Piece
Threaded Connectors. Black Plastic Plugs are provided to fill unused drillings in the modules at both
ends of the assembly. Each Module has a notched cutout on each end panel with a corresponding
grommet built into the top, to allow passage of data and electrical cables between Modules.

' HARDWARE INCLUDED |

) ) Threaded Casing
Matching Woodgrain on one edge

< End End
Black on the other edge \ / m

(1) pair of accent strips is
provided for each module.
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2-Piece Threaded
Connectors

(4) connectors are

Black
Plastic Hole Plugs

(8) hole plugs are

Spacer Accent Strips
(matching woodgrain on one
edge and black on the other)

provided for each module. provided for each

assembly.

For the purposes of these instructions, illustrations depict the assembly of the
Corner Circulation Desk Assembly shown above.

For Desks with more Modules or different Modules, the same general procedures apply.
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STEP-BY-STEP INSTALLATION

Determine the placement of the Base Modules.
Place the left Module in the desired location.

Using a level, adjust the Levelers until the top,
sidewall and front edge of the Module are plumb.

Levelers

Note that Modules are designed to attach to
each other using 2-Piece Threaded Connectors
through pre-drilled and located holes in the End
Panels and Spacer Accent Strips.

2-Piece
Threaded Connector
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Module
l«——— End Panel

Module
End Panel ———»

Spacer Accent Strip
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Note that two Spacer Accent Strips are required
between adjoining Modules -- one along the front
edge and one along the back edge. These Strips
have one edge in matching woodgrain and the
other edge in contrasting black. The Strips can
be used to create a matching or black accent line
between the Modules.

Note:
Due to drilling patterns, Spacer Accent Strips
are provided in sets of two.

®

e
— T
v =
. _..' l L
/ //v
Pre-drilled Holes 1
for 2-Piece Threaded
Connectors (typ.)
,D’ -
w/g-/-
/ e

Woodgrain or Black Edge

Spacer Accent Strips

From the inside of the Left Module, insert the
casing end of a 2-Piece Threaded Connector
through a pre-drilled hole in the End Panel, then
through the corresponding pre-drilled hole in the
appropriate Spacer Accent Strip. Repeat for the
other Spacer Accent Strip. This will provide initial
positioning for attachment of the adjacent module.

Note:

Make sure to have the desired Spacer Accent
Strip edge facing out (woodgrain or black).

Spacer Left Module

Accent =
Strips R&T’
N

Threaded
Connectors
(casing end)

(back view)
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STEP-BY-STEP INSTALLATION

@ Align the next Module with the Left Module and Repeat the alignment and joining procedures
Spacer Accent Strips. in Steps #5 through #7 to attach the remaining

Modules. Level as necessary.

(front view)
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Strips @ Insert Black Plastic Hole Plugs into both ends

of the open holes on the outside finished End
Panels. There are four (4) holes in each End

Panel; sixteen (16) Plugs are provided.
@ Use two Threaded Connectors per Spacer Accent (16) Plug 3

Strip to draw the Modules together, holding and

aligning the top edges and surfaces. (hack Vi)

(back view)
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Black Plastic Hole Plugs
(2 per hole)
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